                                                                             SCHEDULE ‘B’
CONTRACT SPECIFICATIONS
EXCAVATION / BACKFILL

1.	The Contractor shall excavate to the U/S of footings as established by the Owner’s Drawings. If applicable, the contractor shall excavate all unacceptable materials below the U/S of footings to a depth as per the Owner’s direction and replace this material with engineered fill as directed and determined by the owner’s soils consulting engineer.  As all USF material is part and parcel of the servicing contract all requests for Purchase Orders or invoice approval is to go through our land department.

[bookmark: _Hlk96669228]2.	The Contractor shall extend from the property line (standpipe) to the basement of all unit’s water, storm, and sanitary services as required by the City of Ottawa and shall arrange for all required inspections and connection to Clarifier Tanks.

3.	The Contractor shall backfill around the exterior of the foundation walls with native materials and per OBC (Ontario Building Code) to the grade level established by the owner’s drawings. The Contractor shall rough grade each lot, upon completion of backfill, to a smooth finish so that safe conditions remain for workers. 

4.	The Contractor shall trench for Hydro, Bell, and Cable from the property line to the meter base units of each individual lot. All sand required for backfill is to be supplied and installed by the Contractor. 

5.      The Contractor shall fill all garage foundations with stone up to the height of approximately 6” below U/S of garage floor slab. This fill is to be properly installed and spread and ready to support the garage floor slab. The Contractor shall backfill all porches with stone to U/S of concrete floor slab.  

6.	The Contractor shall cut driveways from street to garage and supply and install 8” of granular ‘B’ stone plus a final 2” layer of granular ‘A’. The contractor shall provide necessary top-up Granular ‘A’ material for the paving contractor. The Contractor shall provide an initial base of granular ‘A’ stone for all front door walkways. The Contractor shall supply and install crushed stone under all rear decks when applicable and as required. The Contractor shall excavate and backfill all required deck post Sono tube locations as directed by the Owner.

7.	The Contractor shall rough grade the lot to 4” below finished grade to a smooth surface ready for topsoil. Should extra fill material be required on the lot as directed by the owner. 

8.	The Contractor as part of the Servicing contract during excavation, backfill or grading stages, shall relocate excess fill within the site as required or directed by the owner. The Contractor shall as an extra to this contract move and deliver fill from elsewhere on the project to the required lot and finish grade such material.

9.	The Contractor shall carry a minimum liability insurance of Two Million Dollars while on the Owner’s site. This policy shall name jointly the owner and Contractor for coverage. A copy of this policy must be submitted to the Owner before work is to commence.

10.	The Contractor shall provide, on demand, a Certificate from W.S.I.B. to show that the Owner is in good standing.

11.	The Contractor and his agents shall always comply to all safety requirements and the Owner’s Safety Policy (attached).

12.	The Contractor shall provide the labour by the hour as an extra to contract to place straw, blankets, or foam insulation for frost protection when required and as directed by the owner. The straw and/or insulation is to be supplied by the owner.

13.    Any and all extras are to be signed off by Dave Bremner requiring a PO– completion slips (contract work) are to be approved by site supervisor.  Invoices submitted for any extras not following this protocol will be returned to the Contractor.






