Schedule ‘B’
Contract Specifications Asphalt Paving
1. The Contractor shall supply and install a maximum of 2” of Granular ‘A’ compacted as a sub-base to the asphalt layer. Compaction to be completed with min. 5-ton vibratory roller – full width of asphalt works.
2. The Contractor shall construct the driveway so that the width of the driveway spans between the exterior extremities of the garage corners or as designated by the Site Supervisor.
3. The length of the driveway shall span from the concrete edge of the garage floor to the concrete edge of the street curb.
4. The Contractor shall meet with the Site Supervisor no less than one week prior to commencement of the paving work to inspect the existing surfaces of the driveway locations.  The Contractor shall report to the Owner’s Site Supervisor any discrepancies with the existing driveway area, which could affect the quality or scope of his paving installation job.  No further work is to be performed to this area until the Site Superintendent has addressed these concerns.
5. The Contractor shall supply and install no less than 2” thickness of SP12.5 hot mix asphalt throughout. All edges are to be tapered and compacted at a diagonal to prevent deterioration.
6. The Contractor shall insure that the asphalt paving is installed to provide a smooth and even transition between the driveway and the concrete garage as well as the driveway and the patio slab walkways.
7. The Contractor shall meet with the Site Supervisor upon completion of the driveway paving to jointly measure the area of all completed paving jobs. Both the Contractor and the Owner are to jointly complete the Driveway Asphalt Area Calculation Form attached to this agreement in Schedule ‘C’.
8. The Contractor shall provide to the Owner, prior to starting his work, proof of a two-million-dollar liability insurance naming the Contractor and the Owner jointly for the duration of the contract.
9. The Contractor shall complete the attached Ontario Registration of Contractors and Employers form and return prior to start of work.
10. The Contractor shall remove all waste materials generated by his employees and agents, from the units to containers as directed by the Site Superintendent.  This “clean-up” shall be performed immediately upon completion of his work or on request of the Site Superintendent. Should the Contractor fail to “clean-up” after his work, then the Owner shall clean-up and back-charge the Contractor for all his costs.
11. The Contractor shall take all means necessary to ensure his employees and agents comply with all requirements of the Ontario Health and Safety Act and the Owner’s Safety Policy Statement.
12. The Contractor shall provide, upon demand, to the Owner, a certificate of clearance from Worker’s Compensation.
13. The Contractor shall provide to the Owner a warranty on labour and materials equal to the Owner’s obligations under the Ontario New Home Warranty Program as well as all municipal requirements.

